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Parts List

EXPLODED VIEWS' [TEMS

NO. ART CODE DESCRIPTION
97 3004  HANDLE
P.97.0013.X HANDLE AND SHALT COMPLETE
$.97.2009.X  JOINT COMPLETE
$.97.2010.X CLAMP HOLDER FOR MOTOR UNIT
97.2012.0  WING SCREW
97.1002.X  MOTOR COVER
97.0047.0  GEAR WITH MOTOR COMPLETE
$.97.0527.X  GEAR BOX WITH COVER
97.0001.0  CABLE,JOINT-MOTOR UNIT
10 71.0001.0  CONTACT FOR PLATE C06 NIR @@
1197.0035.2  FEMALE CONTACT
125.97.1005.0  MALE CONTACT
1397.0113.0  ELECTRIC SWITCH
1404.0000.1 PUSH ON/OFF SWITCH
1597.2015.1  SPIRAL CABLE, COMPLETE
16 5.97.0002. X TANK HOLDER
1797.0042.X  NOZZLE HOLDER
1897.0005.2  TANK
19°97.0038.0  PUMP MOTOR CABLE
9097.0039.0  PUMP MOTOR
9197.0040.0  HOSE
99.5.97.0079. 32 NOZZLE
235.97.0008.0 BATTERY PACK NIMH 12V INCL.CASE
94'5.97.1008.0  BATTERY CASE WITH HOLDER
25.97.0037.X CHARGER BATTERY NIMH

S.97.0037. 1
26 5 970937, 1. CHARGER BATTERY NIMH 12V US ootional
975.97.0037.3 CHARGER BATTERY NIMH 12 UK ptiona
985.90.2304. X  CAP WITH BREATHING VALVE
9997.0009.X  SHOULDERWAIST CARRY CASE
3097.0704.X  PAD HOLDER
31 97.0703. X PADS
39.97.0702.X  BRUSHES
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Technical Guide
Product Specifications

Scrubbing area: 210 mm
Min clearance: 95mm
Weight scrubbing head: 09kg

Weightincl.wand: approx. 1,7kg

Adjustable length: 915-1270 mm

Voltage: 12voltDC

Gearbox with ballbearings

KSpeed: 400rpm J

/\L

Two machines
inone-with
handle

conversion

Optional |
Optional

BATTERY

Dual Power Head

Battery Pack

Battery Charger

Battery lasts 14,000-15,000 hrs.
Battery takes 4 hrs. to charge

Runs 2-2.5 hrs.

Battery: Nickel Metal Hydride (NIMH)

Detachable
scrubber head
unit now with
a handle.

Hardtoreach areas
inbathrooms,
toilets and changing

rooms etc. /
Lenght adj.
915-1270 mm .
Ball bearing drive. (36-50")

Specially designed
brushesforhard to
reach areas.

Adjustable

WARRANTY

1 year commercial warranty - Bissell
covers everything on the
ProScrub, head to toe, excluding
the brushes and pads as these fall
under normal wear and tear. Also
covers all parts and labour on the
machine, battery, tank, wand and
motors.
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Electrical Certifications

2016-12-13 EPBU7.E340833 - Direct-plug-in and C ord-connected Class 2 Power Units Certified for Canada
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EPBU7.E340833
Direct-plug-in and Cord-connected Class 2 Power Units Certified for Canada

Page Bottom

Direct-plug-in and Cord-connected Class 2 Power Units Certified for Canada

See General Information for Direct-plug-in and Cord-connected Class 2 Power Units Certified for Canada

MODIARY CO LTD E340833
FLAT/ROOM 11, BLK A

12/F MERIT INDUSTRIAL CENTRE

94 TOKWAWAN RD TOKWAWAN

KOWLOON, HONG KONG

Class 2 Battery Chargers, Model(s) BC23404020, BC234144020

BC238360014, BC238360020, BC23810014 and BC23810020.

BC248111015, BC24803015, MDA10112604000, MDA10116803000

Class 2 battery chargers, Model(s) MDA10125202000, MDA10125902000, MDA10129402000, MDA11542002000

Class 2 Battery Chargers, Model(s) MDA16525202000, MDA10125202000, SPBC1650602A, SPBC1652102A, SPBC2102A, MDA16529402000, DZL(M)2410A0, MDA10129402000, SPBC1650702A,
SPBC1652402A, SPBC2402A, MDA16542002000, DZL(M)3710A0, MDA11542002000, SPBC1651002A, SPBC1653602A, SPBC3602A.

SPBC0304A, SPBC0403A, SPBC1204A, SPBC1603A, VL-DT1

Last Updated on 2016-10-26
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© 2016 UL LLC

The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured under UL's Follow-Up Service. Only those products bearing
the UL Mark should be considered to be Certified and covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide Information, Assemblies, Constructions, Designs, Systems,
and/or Certifications (files) must be presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online
Certifications Directory with permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the following format: "© 2016 UL
LLc".
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Canadian Standards Association (CSA)

“The CSA standard used to investigate products, such as Pro Scrub 2.1, is
CAN/CSA=C22.2 No. 223, “Power Supplies with Extra-Low Voltage Class 2
Outputs”.

ProSCrub2.1 is certified by Underwriters Laboratory Canada (ULC):
“Direct-plug-in and Cord-connected Class 2 Power Units Certified for Canada”.
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